
EDON’s Polyurethane MIllwork products can be modi�ed using the typical tools 
also used in woodworking.  These items are installed in a similar fashion to most 
premium wood trims as long as you keep these things in mind:

1.  The  foam used in EDON Polyurethane products expands during hot
temperatures and will contract during cold temperatures.  To help minimize
the e�ects of expansion and contraction, we recommend installing the
moulding as tightly as possible. Cut moulding approximately 1/4" longer for each 
10' of length to insure a tight �t.  Also, be sure to use butt joints on
all seams, and mitered joints at the corners to insure a proper �t.

2.  It is very important to use a top quality, urethane construction adhesive for 
installations.  Use this adhesive on all joints, making sure to cover the joint 
entirely, and along the back of the moulding to ensure a quality installation.

3.  EDON mouldings are to be installed on solid backing material. Make sure 
to fasten the mouldings in place every 16" or less.

PolyUrethane Installation Guide

Be sure to use urethane 
construction adhesive Nail approximately 

every 16”

Recommended Tools:
*Tape Measure
*Safety Glasses
*Hammer
* Nail Countersink
*Finishing Nails
*Caulking Gun
*Wood Filler
*Sandpaper
*Marking Pencil
*Urethane Adhesive
*Oil or Latex Paint


