L /THIMBLED WIRE CABLE

SCREW PIN ANCHOR SHACKLE
ADJUSTABLE METAL STRAPFPING
1/2"@ STAINLESS STEEL @ 1'-0" O.C. MAX

4" BOLT FLANGE

IF SEAMLESS DOME IS SMOOTH GEL-COAT FINISH
REQUIRED: APPLY POLYESTER ON INTERIOR
AUTO-BODY FILLER (ie: "Bondo")
TO INTERIOR SEAMS, FEATHER,
SAND AND PAINT

FULLY CAULK BOLT FLANGE
WITH ADHESIVE / SEALANT
PRIOR TO ASSEMBLY

HANGING FLANGE DETAIL

4" BOLT FLANGE

SCREW CEILING
TO BOLT FLANGE

— ~CEILING MATERIAL

CEILING ATTACHMENT

1/2" STAINLESS STEEL BOLTS @ 12" O.C. MAX.

BOLT FLANGE/ ;

SMOOTH GEL-COAT
FINISH ON INTERIOR

13-1 /2" INSIDE FINISH

EDON fiberg
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INTERIOR DOME 1S SHIPPED
UNASSEMBLED IN | & PIE-SHAPED
SECTIONS

DOME PLAN DETAIL

ROUGH FINISH EXTERIOR SIDE

26"-3"

SECTION / ELEVATION

EDI-513 INTERIOR FINISH CEILING DOME
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